**************** 



-k t^^ 




Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 
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NATIONAL FOREWORD 

This Indian Standard which is identical with ISO 1 0463 : 1 993 'Cylinders for permanent gases — Inspection 
at time of filling' issued by the International Organization for Standardization (ISO) was adopted by the 
Bureau of Indian Standards on the recommendation of the Gas Cylinders Sectional Committee and 
approval of the Mechanical Engineering Division Council. 

The text of ISO Standard has been approved as suitable for publication as an Indian Standard without 
deviations. Certain conventions are, however, not identical to those used in Indian Standards. Attention 
is particularly drawn to the following: 

a) Wherever the words International Standard' appear referring to this standard, they should 
be read as 'Indian Standard'. 

b) Comma (,) has been used as a decimal marker while in Indian Standards, the current 
practice is to use a point (.) as the decimal marker. 

There is typographical error in 4.1.2 (a). Clause 3.1 may be read as 4.1. 

The technical committee has reviewed the provisions of the following International Standard 
referred in this adopted standard and has decided that it is acceptable for use in conjunction 
with this standard: 

International Standard Title 

ISO 1 0286 : 1 992 Gas cylinders — Terminology 
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Indian Standard 

CYLINDERS FOR PERMANENT GASES — 
INSPECTION AT TIME OF FILLING 



1 Scope 

This International Standard specifies mininnum re- 
quirements for filling inspections of transportable 
gas cylinders. These requirements reflect current 
practice and experience. 

This International Standard applies to cylinders of 
water capacity from 0,5 I to 150 I for the transpor- 
tation of permanent gases under pressure. 

This International Standard does not deal with 
manifolded bundles or manifolded trailer cylinders, 
nor does it deal with inspecting or testing for 
internal contamination. 



— identification of cylinder; 

— establishment of valve integrity and its suitability; 

— establishment of integrity of neck ring/threaded 
boss; 

— verification of correct filling pressure. 

4.1 Establishment of serviceable condition 

It shall be established that each cylinder is In a 
serviceable condition. 



2 Normative reference 

The following standard contains provisions which, 
through reference in this text, constitute provisions 
of this International Standard. At the time of publi- 
cation, the edition indicated was valid. All standards 
are subject to revision, and parties to agreements 
based on this International Standard are encour- 
aged to investigate the possibility of applying the 
most recent edition of the standard indicated below. 
Members of lEC and ISO maintain registers of cur- 
rently valid International Standards. 

ISO 10286:1992, Gas cylinders — Terminology. 



3 Definitions 

For the purposes of this International Standard, the 
definitions given in ISO 10286 apply. 



4 Filling Inspection 

Each cylinder shall be submitted to inspection prior 
to, during and immediately after filling. The following 
items shall be covered by a filling inspection: 

— establishment of serviceable condition; 



4.1.1 Individual cylinder 

Before a cylinder is taken to the filling rack It shall 
be established that the cylinder is reasonably clean, 
reasonably free of foreign material, and does not 
exhibit any serious defects such as arc burns, se- 
vere corrosion, heat/fire damage, or significant 
mechanical damage. In the case of steel cylinders 
a ring/hammer test, or equivalent, may be per- 
formed. 



4.1.2 Palletized cylinders 

A pallet (a device for handling several cylinders at 
a time) shall be submitted for filling without unload- 
ing the cylinders only if either: 



a) 



b) 



it displays a notice warning the user to place In 
the pallet only cylinders which are in serviceable 
condition (see 3.1); 



or 



a written procedure exists within the filling com- 
pany and its representatives stating that a de- 
fective cylinder may only be transported either 
with a visible warning attached to the cylinder 
valve or in a separate pallet designated for de- 
fective cylinders. 
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4.2 Identification of cylinder 

4.2.1 Before filling a cylinder, it shad be identified 
that 

— the cylinder is permitted to be filled in the coun- 
try of the filling station; 

— the cylinder is suitable for flie intended gas con- 
tent and filling pressure; 

— the content indicated on the cylinder corre- 
sponds with the colour of the cylinder shoulder 
paint and with any attached labels (any dis- 
agreement between content indicators and col- 
our must be rectified prior to filling). 

A list of information which may appear on the cylin- 
der is given in annex A. 

4.2.2 If required, before filling, the identity of the 
cylinder's owner should be established and his 
authorization to fill the cylinder obtained. 

4.3 Establishment of valve integrity and 
suitability 

4.3.1 Before filling a cylinder, it shall be estab- 
lished that the installed valve is suitable for the in- 
tended gas and is in a satisfactory condition, i.e.: 

— is free from contaminants; 

— Is easy to operate; 

— exhibits undamaged outlet threads and body; 



— exhibits undamaged pressure relief device, if re- 
quired; 

— its handwheel, or key-operated spintlle, Is es- 
sentially undamaged and properly Yixed; 

— attaches correctly to the filling connector. 

4.3.2 During the filling cycle of a cylinder, the filler 
shall determine: 

— that the valve is not obstructed and that the op- 
eration is progressing satisfactorily; 

— that the valve does not leak when in the open 
position; if leakage is suspected, check, for ex- 
ample, at the bonnet or gland nut packing. 

4.3.3 After filling a cylinder, the filler shall ensure 
that the valve does not leak when in the closed 
position. If leakage is suspected, the seat shall be 
checked for leakage at the valve outlet. The inter- 
face -between the valve and the cylinder shall also 
be checked for leakage. 

4.4 Establishment of integrity of necic 
ring/threaded boss 

Before filling a cylinder, it shall be established that 
the neck ring/threaded boss is fit for the intended 
purpose and that the neck ring, if one exists, is not 
loose. If there is a permanent valve guard, it shall 
be checked to ensure that It is properly attached. 



4.5 Verification of correct filling pressure 

The filler shall ensure that the filling pressure 
consisjtent with the intended working pressure. 



is 
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Annex A 

(informative) 

Data which may appear on cylinder shell 



A.I Identification data 

— sign of identification for type approval; 

— manufacturer's nnark/serial number; 

— date of manufacture; 

— inspection mark of autliorized testing organiz- 
ation; 

~ owner's name/serial number; 

~ size/capacity; 

— test pressure. 

A.2 Filling data 

~ identification of gas or group of gases; 

— working pressure. 



A.3 Inspection data 

— day/month/quarter and year of initial test; 

— day/month/quarter and year of last and/or next 
retest. 

A.4 Other data 

— yield stress/ultimate tensile strength; 

— identification letter of heat treatment; 

— material identification; 

— water capacity; 

— gas volume; 

— tare weight; 

— empty mass. 
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